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ROTAX MAX Challenge - Canada
Bulletin 2025 – 1 – Combustion Chamber Insert

Implementation: August 25th, 2025.

Targeted Regulation: 2025 RMC Technical Regulation - Canada

This bulletin is necessary to add a new part introduced recently by Rotax to the above regulation.  Section 5.2 
Combustion Chamber Insert is modified by the following:

5.2 COMBUSTION CHAMBER INSERT

Cast identification code has to be either:

 223389 * (only valid for season 2025)

 223389 1 * (only valid for season 2025)

 223389 2 * (only valid for season 2025)

 223389 2/1

 223389 2/2

 6223387 1   

 6223387 2  

The profile of the combustion chamber insert has to be checked with a template (ROTAX
277390).

The crack of light between the template and the profile of the combustion chamber insert
must be the same over the whole profile.
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Height [H] of combustion chamber insert has to be 28,80 mm +/-
0,2 mm.

Casted wording "ROTAX" and/or "MADE IN AUSTRIA" must be
shown on components  223389, 223389 1, 223389 2, 

223389 2/1 and 223389 2/2

Combustion chamber insert marked 6223387 1 and 6223387 2 must appear as shown below.

From the 1  st   January 2026 onwards   items marked * (223389, 223389 1 & 223389 2) will not be legal to  
be used in any RMC events.

The changes included in this bulleƟn have been incorporated into the 2025 Rotax MAX Challenge Technical
RegulaƟons. The version dated August 25th, 2025 replaces the version dated March 7th, 2025.


