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ROTAX MAX Challenge - Canada

Bulletin 2026 – 2 – Balance shaft, fuel filter and MINI MAX perforated tube.

Targeted Regulation: 2026 RMC Technical Regulation - Canada
Implementation: June 1st, 2026.

This bulletin is necessary to modify the above regulation. Sections 5.8, 6.12 and 6.18 are modified by the 
following (modifications are underlined):

5.8 BALANCE SHAFT

Balance shaft and balance gears must be installed. 

125 Micro MAX, 125 Mini MAX,125 Junior MAX and 125 Senior MAX:

Balance  shaft  must  show  identification  code 237944,  6237948  or 
6237949. 

Surface (1) is not machined and must show cast / forged surface.

The minimum weigh of the dry balance shaft must not be lower than: 255 
grams.

6.12 FUEL FILTER

A fuel filter marked ROTAX is mandatory to be installed. (see picture). 

The fuel filter must be mounted between the fuel tank and the 
fuel pump.

Removing plastic molding marks from the inlet and outlet of the 
fuel filter is allowed.

Except the fuel line, the fuel pump and the original fuel filter no 
additional parts are legal to be mounted between fuel tank and 
carburetor. 
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6.18 125 MINI MAX

(…)

125 Mini MAX Perforated tube

ROTAX Part number 273213.

The measurements in the diagram below are as follows

(a) at least 480 mm

(b) minimum outside diameter of 61 mm

(c) maximum outside diameter of 26 mm

NOTE 

For Canada:   Mini  MAX perforated tube has a   
stamped  ID  marker  “O”  visible  externally. 
Perforated tube stamped with ID marker “X“ is not 
longer legal.

The changes included in this bulletin have been incorporated into the 2026 Rotax MAX Challenge 
Technical Regulations. The version dated June 1st, 2026 replaces the version dated April 8th, 2026.
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